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PARAMETERS

All GOODRAM drives are manufactured on the basis of carefully 
selected components and undergo multi-stage quality tests before 
they go out into the world, which is why we guarantee users a 
lifetime warranty.

HL200 (LL035)

CAPACITY 256, 512, 1024 GB

INTERFACE USB 3.2 Gen. 2 Type-C™

SPEED READ: up to 520 MB/s
WRITE: up to 500 MB/s

WEIGHT 67 g

MATERIAL aluminium

DIMENSIONS 65 × 43 × 11 [mm]
MARKING

AREA 48 x 30 [mm] (front)

OPERATIONAL
TEMPERATURE 0°C ~ 70°C

STORAGE
TEMPERATURE -20°C ~ 70°C

PORTABLE SSD
- USB 3.2 gen. 2 Type-C™ interface
- Capacities up to 1 TB 
- Handy for travel and ideal for storing large files
- Resistant to shocks and falls
- 3-year warranty with free technical support

MARKING 1:1

LASER ENGRAVING
48,0 × 30,0 [mm]
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The Goodram HL200 external drive uses NAND Flash memory, which 
is widely used in internal and external drives. Thanks to multi-stage 
testing and high quality components, the drive provides stable and 
fast read and write speeds even during intensive use.

The new Goodram HL200 is an external drive with a capacity of up 
to 1 TB. It offers almost unlimited possibilities: you can easily make 
backups, transfer and archive data at home or the office, as well as 
expand the memory of your console. The HL200 SSD has a compact 
form factor and is about the size of a credit card. 

Available colours:

*If parameters outside this range are required, please contact your sales representative.
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