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PARAMETERS

All GOODRAM USB flash drives are manufactured on the basis of 
carefully selected components and undergo multi-stage quality 
tests before they go out into the world, which is why we guarantee 
users a lifetime warranty.

ODA (DA033)

CAPACITY 16–128 GB

INTERFACE USB 3.2 gen 1 / USB Type-C™

SPEED READ: up to 60 MB/s
WRITE: up to 20 MB/s

WEIGHT 9 g

MATERIAL METAL

DIMENSIONS 36,7 × 12,3 [mm]

MARKING
AREA

20,0 × 8,0 [mm] - FRONT
15,0 × 8,0 [mm] - BACK

OPERATIONAL
TEMPERATURE 0°C ~ 70°C

STORAGE
TEMPERATURE -25°C ~ 85°C

USB FLASH DRIVE
- Dual USB interface (Type-A and Type-C™)
- Data transfer between the latest devices
- Capacities up to 128 GB
- Highest quality components
- Lifetime warranty

MARKING 1:1

LASER ENGRAVING
20,0 × 8,0 [mm]

LASER ENGRAVING
15,0 × 8,0 [mm]
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The ODA3 memory features a robust metal casing which, combined 
with a rotating connector selection system, provides a durable and 
practical solution and minimises the risk of losing the plugs.

The ODA3 USB Flash drive enables the use of a single portable 
memory stick with multiple desktop and mobile devices. 
It is equipped with two USB connectors – Type-A and Type-C™, 
allowing you to transfer data between computers and laptops with 
a classic USB connector and the latest ultrabooks, phones or tablets 
equipped with the versatile Type-C™ connector. 

Available colours:

*If parameters outside this range are required, please contact your sales representative.


