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PARAMETERS

All GOODRAM USB flash drives are manufactured on the basis of 
carefully selected components and undergo multi-stage quality 
tests before they go out into the world, which is why we guarantee 
users a lifetime warranty.

UNO (NO032)

CAPACITY 16–64 GB

INTERFACE USB 3.2 gen 1

SPEED READ: up to 60 MB/s
WRITE: up to 20 MB/s

WEIGHT 4,5  g

MATERIAL BRUSHED STEEL

DIMENSIONS 38,0 × 12,5 [mm]
MARKING

AREA 22,0 × 9,0 [mm] 

OPERATIONAL
TEMPERATURE 0°C ~ 70°C

STORAGE
TEMPERATURE -25°C ~ 85°C

USB FLASH DRIVE
- Elegant and durable casing 
- High resistance to external factors
- Capacities up to 64 GB
- Highest quality components
- Lifetime warranty

MARKING 1:1

LASER ENGRAVING
22,0 × 9,0 [mm]

LASER ENGRAVING
22,0 × 9,0 [mm]
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The Chip on Board technology makes the memory not only resistant 
to damage but also waterproof and shock-proof, and the stored data 
is securely protected, so it can be used as an business gadget.

The slim and elegant USB UNO makes transferring and storing data 
even more convenient and easy. The robust steel casing guarantees 
durability even in the toughest conditions.

Available colours:

*If parameters outside this range are required, please contact your sales representative.


