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M1A0 microCard  

MEMORY CARD 
 

Main features  
 
Class 10 with UHS- I interface 
Up to 100 MB/s read performance 
Available in capacities from 16 to 32 GB 
Lifetime warranty 
 
GOODRAM M1AA UHS- I memory cards are perfect for devices with microSD slot such  
as mobile phones, tablets and cameras. 100 MB/s read speed will prove useful when browsing 
through multimedia files, while U1 interface speed will enable full HD recording capabilities. 

 

Parameters 
 
Available capacities 16 - 32 GB 
Card standard1 SDHC (≤32GB) SDXC (≥64GB) 
Max. transfer2 read: up to 100 MB/s 

write: from 10 MB/s 
Bus interface UHS- I 
Interface speed U1 
Operating temperature 0 to +70°C (recommended) 
Storage temperature -25 to +85°C (recommended) 

 

Logistics data 
 
Product MOQ P/N EAN 

16GB MICRO CARD cl ass 10 UHS I 25 M1A0-0160R12 5908267930182 

32GB MICRO CARD cl ass 10 UHS I 25 M1A0-0320R12 5908267930199 

 

 
1 Storage capacity for GOODRAM memory cards is provided in decimal values, i.e. 1GB = 1 000 000 000 bytes. Actual storage space may be less. 
2 Based on internal tests. Actual results may vary depending on your host or system configuration and product condition 


