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S1A0 

MEMORY CARD 
 

Main features  
  

Speed class 10  
Stable and reliable  
Available capacities: 8, 16, 32, 64. 128 GB  
Highest quality components  
Lifetime warranty 
 
The Flash Cards S1A0 are characterized by speed and stability. This reliable card guarantees 
write speed according to the highest speed class by operating at the minimum speed  
of 10 MB/s. Safe operation and fast data transfer will satisfy even the most demanding users. 
The card is also an ideal solution for amateur photographers expecting high parameters, 
stability and, first of all, reliable operation at affordable price. 

 

Parameters 
 
Available capacities 8, 16, 32, 64, 128 GB 
Card standard SDHC/SDXC 
Max. transfer read: up to 60 MB/s 

write: from 10 MB/s 
Card dimensions 24,0 × 32,0 × 2,1 mm 
Blister dimensions 103x123 mm 
Operating temperature 0 to +70°C (recommended) 
Storage temperature -25 to +85°C (recommended) 

 

Logistics data 
 
Product MOQ P/N EAN 
 8GB Card Class 10 UHS I  25 S1A0-0080R11 5908267911792 
16GB Card Class 10 UHS I  25 S1A0-0160R11 5908267911174 
32GB Card Class 10 UHS I  25 S1A0-0320R11 5908267911181 
64GB Card Class 10 UHS I  25 S1A0-0640R11 5908267911198 
128GB Card Class 10 UHS I  25 S1A0-1280R11 5908267911761 

  
 


